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Dredge Murray

����������: � ������� ��������, ��� ������ �����, �	���� � �����,
������������ ��� ������ ��������� ����� � �	�
�� 	�����.

��	
������: -40°� (-40°F) �� +70°�(+158°F) 

����������

��������� ����: ��	���, �������, 	�������� ������ SBR/ NR, ���
������� ������������� �	� ��	����� ��
���, ���	� ��	������
����	����� ���� ���, �����, ������, 	������, ����� � �	.

����
�����: ������������� ������� ��	�������� � ����
����	������ 	�����. ���� ����� �����	��!�� �������� ����	�����
����, ��	������� � ���	����.

��������: ��	���, �������, 	�������� ������ CR, ����� �������� �
��	���� ����, �������� �������� � ��	������� ���������.

���� ���  ������� �����

Application: a softwall hose for delivery of sand  gravel
mixed with water, used as a flexible connection between sec-
tions of discharge pipe in dredging service. 

Temperature range: -40°C (-40°F) to +70°C (+158°F)

CONSTRUCTION

Tube: black, smooth, SBR/NR rubber compound for long wear
resistance in handling hard, sharp abrasive materials such as
sand, gravel, shells, stones, etc.

Reinforcement: plies of high strength synthetic cord embed-
ded in layers of natural rubber; this method of construction
allows superior bonding between tube, reinforcement and
cover.

Cover: black, smooth (wrapped finish) CR rubber compound,
highly resistant to sea water, weathering  and abrasion.

Dredge sleeve
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mm inch mm inch bar psi bar psi kg/m lbs/ft

CODE inside outside working burst pressure weight flexibility
diameter diameter pressure (theoretical) (nominal) degrees/m
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"������� �!��������� ����� �� ��	������ 	����� ������� 	����� �	� 	������ �������� ��� #���!�� �� ���!�.

The flexibility value refers to normal operating conditions of the hose at the working pressure without flanges at the ends.

1144022 200 7-7/8 247.5 9-23/32 7 105 21 315 18.76 12.6 24
1228706 254 10 293 11-17/32 8 120 24 360 18.86 12.6 19
1286897 271 10-43/64 315 12-13/32 8 120 24 360 22.82 15.3 17
1222074 305 12 356 14 8 120 24 360 29.27 19.6 16
1235516 390 15-23/64 450 17-23/32 7 105 21 315 44.21 29.7 12

1 0  •  2 0 0 3

��� ���������
���	���

���!��� 
���	���

�������
��������

���������
��������

(������������)

���
(��	����"���)

#������"
$����/	)

m ft mm inch

12 40 390 15-23/64

$����������� ����� $����������� %���	����� ������	 
max manufactured length up to I.D.



Dredge Dragasteel

����������: �������� ��	�, ������������ � �	�
�� 	�����, ������ ���
������, ���������� �� ���	������� � 	����� #���!���. ���!�������
�����	��!�� ��������� ��������� ������� 	����� ��� ���	�
����� ��	����	�.

��	
������: -40°� (-40°F) �� +70°�(+158°F) 

����������

��������� ����: ��	���, 	�������� ������ SBR/ NR, �������� �
��	������� ����	����� � �����������.

����
�����: ���� �� �	����� �������� �	������� ��	�������� � ����
����	������ 	�����. ���� ����� �����	��!�� �������� 	���� � �	����� ���
������� ��������.

��������: ��	���, �������, 	�������� ������ �� ����	��� (CR), �����
�������� �  ��	���� ����, �������� ��������, ��	������� ��������� �
���� �� ������� ��#��.

��
����� ���� ���  �������
����� ������$� ����������

Heavy duty dredging
delivery hose
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&�� 
� �����
��:
Dragasteel light/TI � 	�������� �������� ���!�� � #���!��

Also available: 
Dragastell light/TI with rubber beaded ends with split flanges.
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Application: heavy duty steel cord hose used in dredging operations
for delivery only, used as flexible discharge line, produced with built
in rubber protected flanges. The specially designed construction
allows bending of empty hose without damage to the structure. 

CONSTRUCTION

Tube: black, SBR/NR specially compounded for abrasion and tear resi-
stance.

Reinforcement: plies of high tensile steel wire cords embedded in
layers of natural rubber; this method of construction allows  greater
flexibility to the hose and superior bonding.

Cover: black, smooth (wrapped finish), neoprene (CR) rubber com-
pound, highly resistant to sea water, weathering abrasion and  water
with traces of oil.
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LIGHT/TI

mm inch mm inch bar psi bar psi kg/m lbs/ft

"������� �!��������� ����� �� ��	������ 	����� ������� 	����� �	� 	������ �������� ��� #���!�� �� ���!�.

The flexibility value refers to the normal working condition of the hose working pressure.
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1362771 203 8 249 9-13/16 15 225 45 675 21.35 14.35 38
1389718 305 12 352 13-55/64 15 225 45 675 31.55 21.20 32
1394169 400 15-3/4 452 17-51/64 15 225 45 675 47.65 32.0 27
1362259 590 23-1/4 666 26-7/32 15 225 45 675 109.44 73.5 16

1395165 250 9-27/32 294 11-37/64 10 150 30 450 25.70 17.2 35
1392026 300 11-13/16 338 13-5/16 10 150 30 450 27.88 18.7 32
1391844 400 15-3/4 444 17-31/64 10 150 30 450 41.29 27.7 24

1

1 0  •  2 0 0 3

CODE inside outside working burst pressure weight flexibility
diameter diameter pressure (theoretical) (nominal) degrees/m

��� ���������
���	���

���!��� 
���	���

�������
��������

���������
��������

(������������)

���
(��	����"���)

#������"
$����/	)

m ft mm inch

12 40 590 23-15/64

$����������� ����� $����������� %���	����� ������	 
max manufactured length up to I.D.



Dredge Albert

����������: ����������� 	���� ��� �	�
�� 	���� ��
�����
����������, ����� �	������� ������� ��������. %���	
����� ������
��������� ��������, � ����������� ������� ������������, ���
���������� ��
�� �	�
���� ������� � ��������, �����
�� ���!�
� ��#����, 	����	����� ���!� � ���	������ #������.

��	
������: -40°� (-40°F) �� +70°�(+158°F) 

����������

��������� ����: ��	���, �������, 	�������� ������ SBR/ NR,
�	���� ������������ � ��	������� ����	����� � �����������.

����
�����: ������������� �������, ���� �������� ���	���������
��������.

��������: ��	���, ��#	�	�������, 	�������� ������ �� SBR, �����
�������� �  ��	���� ����, �������� ��������, ��	�������
���������.
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�������%&�� ���� ���
������� ����� 

Application: for heavy-duty suction service on dredging ope-
rations, when a flexible yet long lasting hose is required; it
withstands the full vacuum; mainly used as a connection
between dredging lines and pumps; available with soft ends,
enlarged ends and built-in fittings.

Temperature range: -40°C (-40°F) to +70°C (+158°F).

CONSTRUCTION

Tube: black, smooth, SBR/NR rubber compound with good
resistance to abrasion and tear strength.

Reinforcement: high strength synthetic cord plus steel helix
wire.

Cover: black, corrugated (wrapped finish), SBR rubber highly
resistant to sea water, weather and abrasion.

Dredge suction hose
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mm inch kg/m lbs/ft mm inch Bar

1228919 254 10 26.57 17.8 2500 100 0.9
1172824 300 11-13/16 38.79 26.0 3000 118 0.9
1115820 350 13-25/32 50.53 33.9 4300 168 0.9
1141171 400 15-3/4 57.13 38.4 4800 190 0.9

CODE inside weight bending vacuum 
diameter (nominal) radius

Dredge1 0  •  2 0 0 3

��� ���������
���	���

��� 
(��	����"���)

����� 
��$���

���	���
��������

m ft mm inch

12 40 400 16

$����������� ����� $����������� %���	����� ������	 
max manufactured length up to I.D.



Dredge Drawa

����������: ������ 	���� ��� �	�
�� 	����, ������������ �
�������� ����������� ��
�� �	�
��� ������� � ��������������
�������, ���������� �� ��������� ����!��� � ������� ��� �	�����
���� � �	�
�� ��������. ����� �	���������� � 	���������
#���!��� � ����!���.

��	
������:  -40°� (-40°F) �� +70°�(+158°F) 

����������

��������� ����: ����	������ 	�����, �	���� ������������ �
��	������� ����	����� � �����������.

����
�����: �������	����� ������������� ������� �
��	���������� �������� ����!�.

��������: ��	���, ��#	�	�������, 	�������� ������ �R, �����
�������� �  ��	���� ����, �������� ��������, ��	�������
��������� � ���� �� ������� ��#��.

�������%&�� ���� � ���"��	�
���  ������� ����� 

Application: flexible hose used as the connection between
the dredge pump and suction lines; built with steel rings and
suitable for full vacuum of muddy water and dredging debris.
Hose is supplied with rubber flanges with split rings.

Temperature range: -40°C (-40°F) to +70°C (+158°F).

CONSTRUCTION

Tube: natural rubber specially compounded for abrasion and
tear resistance.

Reinforcement: high tensile synthetic cord, and embedded
steel rings.

Cover: black, corrugated CR rubber compound, highly resi-
stant to sea water, weathering, traces of oil and abrasion.

Suction hose with rings
for dredger
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mm inch mm inch kg/m lbs/ft bar

1233203 250 9-27/32 15 19/32 48 32.2 42 0.9
1180746 305 12 15 19/32 58 39.0 32 0.9
1141198 350 13-25/32 15 19/32 66 44.3 27 0.9
1180754 400 15-3/4 15 19/32 77 51.7 24 0.9
1224581 450 17-23/32 15 19/32 87 58.4 21 0.9

CODE inside lining weight flexibility vacuum 
diameter thickness (nominal) degrees/m

'����� �������� �� 1,5-2-3 � � �����

Normally provided in lengths of 1,5 - 2 - 3 m

1 0  •  2 0 0 3

��� ���������
���	���

���&��� 
��������
(	'��)

���
(��	����"���)

#������"
$����/	

���	���
��������

m ft mm inch

12 40 450 18

$����������� ����� $����������� %���	����� ������	 
max manufactured length up to I.D.
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1.#�� 
� �����	 ��� ������� �����

2. *�� 
�����"��$� ������ (��
����� ��� �������%&��) ����� ��������	� ����" ������&�� �������
������ � 	�������.

3. +���%&�� ��
���� 
��������� ��� ��$�, ����� ��! ����������� ��
����	��� �	�$ 
��������"
����� � ������������ � ��!�	� ����������	�.

�������
����

A = ����������   
B = ����������� ����� ��	�� �����������
C = ������ ���������� ��
�� ������� � ������� 
D = ���������� ��
�� �	���� � �	����	������
E = �	����	����
F = ������ *������� 	�����    
G = 	���� ��� ������ ���� 
H = ������/�����
��� ����������  

$���	���, ����	�� ����� �	������
"	���!��
���!�#������� ��� ����������� ����	����
6��������� �	�������� ����	����

®

-�&�� ��������������                             
��
�:

%���	����� ������	 9���� 	�����
$����������� 	������ �������� %�� ����� ������

������ ����� ������               1 ���������
2 ����� ����������� � �������������� ��������

1+2 ��������� (...)

&��� #���!��:                           ������� ������	
������	 ����������� ��	�
�����
����	 ����	����
������	 ����	����

�$�� 
�����������
• $����������� ���� �	� ��	������ �������:
• $����������� ���� �	� �	��������� �������:
9������������� ��#�	��!��

��
����� ����

��������
�	���

-������� ���� '�����$��

'�� ���!� ������������ � �	��� � �������
������

'��� ����! � #���!��, ���	�� �����������
� �	��� � ������� �����

'�� ���!� � #���!���

%���	����� ������	 9���� 	�����
$����������� ��������� ��������

&��� #���!��: ������� ������	
������	 ����������� ��	�
�����
����	 ����	����
������	 ����	����

4����	��"��� $�� 
����������� = 

9������������� ��#�	��!��

�������%&�� ����

A) �������
��� �	���

B) ���������
��� �	���

��������
�	���

��������
�	���

��������
�	���

��������
�	���

��������
�	���

��������
�	���

-������� ���� '�����$��

'�� ���!� ������������ � �	��� � �������
������

'��� ����! � #���!��, ���	�� �����������
� �	��� � ������� �����

'�� ���!� � #���!���

��������
�	���

��������
�	���

��������
�	���

��������
�	���

��������
�	���

1 0  •  2 0 0 3



e
n
g
lis

h

Technical information
1) Guide to the most suitable dredging hose.

2) For a correct choice of a discharge or suction line, it is useful to know the real working conditions and the material to be dredged.

3) The following question are suggested to give our Technical Dept. The possibility of offering according to your needs.

Dredge

Dredging plant location

A = sleeves-hull connection
B = suction pump front joint
C = back joint between pump and delivery
D = joint between dredge and discharge line
E = discharge line
F = flexible elements on sleeves
G = water delivery hose to the “suction head”
H = flexible/movable coupling between sleeves and hull

Origin of conveyed material
Gradation
Specific weight of saturated material
Amount of conveyed material

Dredging plant general characteristics
Type of dredge:

Inside diameter Hose length
Maximum working pressure Total delivery line

Delivery line composition: 1 Self floating
2 Line fixed on metallic buoyant

1+2 Mixed (I1 = ............. I2 = .............)

Type of flanges: outside diameter
P.C.D.
number of holes
holes diameter

Angular movement β
• Maximum angle in normal conditions: β =
• Maximum angle in accidental conditions: β =
More informations

Delivery hose

Steel hose

Main characteristicas of the couplings

Both ends fixed on steel hose 
with bands and collar 

One flanged end, the other fixed 
on the hose with bands and collar

Both flanged ends

Inside diameter Hose length
Maximum vacuum rate

Type of flanges: outside diameter
P.C.D.
number of holes
holes diameter

Maximum angular movement α = 

More information

Suction hose Main characteristicas of the couplings

Both ends fixed on steel hose 
with bands and collar 

One flanged end, the other fixed 
on the hose with bands and collar

Both flanged ends

A) Fixed dredge

B) Semimobile dredge

Steel hose

Steel hose Steel hose

Steel hose Steel hose

Steel hose Steel hose

Steel hose Steel hose

Steel hose Steel hose
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